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KONZOLOVE DELENE KLIMATIZACE

STANDARDNI PRISLUSENSTVI

VOLITELNE PRISLUSENSTVI
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TECHNICKE PARAMETRY

MODEL ASP-09BI ASP-12BI SIP +SOP-18BI

Viykon chlazeni / topeni kw 27729 35/38 52/53

Frekvence / Napéti Féze /Hz /V 1~/50/220-240 1~/50/220-240 1~/50/220-240

SEER /SCOP 72140 70741 72740

Energetickd tiida chlazeni / topeni (prim., tepl,, chlad)) Att [ (A, Attt Att [ (At Attt At/ (At Attt

Akusticky tlak v 1 m vnitfni dB(A) 39/36/33/31/29/26/23 44/40/38/36/33/29/25 49 /47 /45 /42 /40/37 132
venkovni dB(A) 49 52 59

Rozméry (8 x v x h) / Hmotnost netto vnitini mm /kg 700x600%215 /15,5 700x600%215 /15,5 700x600%215 /16,0
venkovni mm /kg 782x540%320 /27,5 848x596x320 /30,5 965x700%396 /46,0

Rozsah provoznich teplot chlazeni / topeni oC -15~43 /-22~24 -15~43 /-22~24 -15~43 /-22~24
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